




Ideal Esprit. The Installer’s Champion
Ideal Boilers, PO Box 103, National Avenue, Kingston-upon-Hull HU5 4JN

Note: Bottom clearance after installation can be reduced to 5mm. However, 200mm required for servicing.

PERFORMANCE DATA
Model esprit HE24 esprit HE30 esprit HE35
Output DHW kW 8.8 - 23.4 8.8 - 29.3 8.8 - 35.2

Btu/h 30,000 - 80,000 30,000-100,000 30,000 - 120,000
Flow Rate* l/min 9.6 12.0 14.4
CH kW 8.8 - 23.8 8.8 - 23.8 8.8 - 23.8

Btu/h 30,000 - 81,200 30,000 - 81,200 30,000 - 81,200

INSTALLATION DATA
Model esprit HE24 esprit HE30 esprit HE35
Connections:

CH flow & return connections mm 22 compression
Gas supply connection inches Rc 1/2
DHW inlet & outlet connections mm 15 compression
Condensate drain mm 21.5

System:
Expansion vessel litres 8
Min. DHW inlet pressure* bar 1.0 1.3 1.7

Electrical:
Electrical supply V./Hz 230 / 50

Weight:
Maximum lift weight kg 46.8 47.1 47.4
Total packed weight kg 54.5 54.8 55.1

Installation:
Compartment ventilation required no
Flue Diameter mm 100
Max. Horizontal Length m. 6 6 3
High Level Flue Outlet kit option yes
Max. Vertical Length m. 7.5
80mm twin pipe system max. 60m. Air + flue combined
60mm twin pipe system max. 18m. Air + flue combined

Options:
Mechanical Programmer kit yes
Electronic Programmer kit yes
RF Mechanical Programmable Thermostat kit yes
RF Electronic Programmable Thermostat kit yes
Stand Off Kit yes
Condensate Pump kit yes

* For full flow rate. Boiler operates down to 0.2 bar.

* at 35º C temperature rise.
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DimensionsWater & Gas Connections Clearances

PIPEWORK CONNECTIONS
AND PRODUCT DIMENSIONS

IDEAL ESPRIT SALES LINE: 0870 849 8056
IDEAL ESPRIT HELPLINE: 01482 498 673
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